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-PickavanT- 

TERMS: 2i% Monthly a/c (30 days) 
Otherwise Strictly NETT. 


ALL GOODS CARRIAGE PAID 
TO WAREHOUSE 


POSTAGE ON PARCELS CHARGEABLE. 

Packing Cases 

FREE BUT RETURNABLE 


We have pleasure in submitting our new Catalogue of Garage Tools and 
Equipment, the prices of which are operative as and from February 1st, 1952. 

Owing to present conditions every endeavour will be made to fulfil orders at 
the quoted prices, but we reserve the right to amend prices or vary designs without 
prior notice. 

Goods will be despatched at the prices ruling at the date of despatch. 

Return of goods will only be accepted subject to prior permission having been 
given, and any goods returned without such permission will remain at the Customers’ 
sole risk and expense. 


GUARANTY IE 

Every Tool is guaranteed for 6 months against either faulty material or work¬ 
manship. 

Goods claimed to be faulty must be returned to us Carriage Paid, together 
with the reason of complaint and the date of purchase. 

We are aware of the many difficulties experienced in Hub and Sprocket 
drawing, but tools for this work are often used that are neither large nor sturdy 
enough for the particular job, and tools showing obvious signs of ill-treatment 
or abuse will render the Guarantee void. 

In particular, we would point out that all the Hydraulic Rams illustrated are 
designed to exert their maximum power by the tommy bar provided, using normal 
hand pressure only. 


All prices in this List are STRICTLY NETT. TRADE. 
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No. 232 SHOCK-ABSORBER RUBBER BUSH AND ARM INSERTER. 


This Tool has been specially designed for the easy insertion of the New Rubbers 
in Linkage Arms and the re-insertion of Linkage Spindles in the Rubbers. 



Illustration above shows Tool in 
operation using Bench Drill as Press. 


The Three Sizes of Rubber 
Bushes are covered by the 
one tool which can be 
operated under any Bench 
Drill or Arbour Press. 

The illustration on right 
shews Top Block fitted with 
3 plungers for inserting 
Rubbers and 3 Pointed 
Punches for insertion of 
Spindles, Centre Block con¬ 
taining 3 Taper Holes for 
Piloting Rubbers and 
Bottom Block with 3 
Raised Pads to locate Arms 
and centralise Rubbers also 
3 Bushes to locate Arms 
when inserting Spindle and 
receive bullets. 


Rubbers, 3 sizes, assorted, 
6 - per doz. 

Ball type ( Armstrong) 
Large f « ' P"<*”■ 



£6 10 


No. 227 SHOCK-ABSORBER ARM EXTRACTOR. 



Attachment only as illustrated. 
Length, 17". Width, 6". Height, 9\". 

£14 10 0 

Can be used in conjunction with most types 
of Presses — Fly, Mechanical or Hydraulic. 


Illustration on right shows attach nent fitted 
to No. 56 Bench Press with 40 ton ram. 


Extractor complete with Press. 

£26 5 0 
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No. 100 HYDRAULIC VARIABLE HUB 
PULLER SET. 


PARTICULARS & PRICE OF COMPONENTS: 

HYDRAULIC RAM AND SLEEVE 
No. 100 


The Hydraulic Ram is capable of 
producing immense pressure on 
turning the tommy bar with 
average hand power only. 

The sleeve is of finest malleable, 
and is made to receive the 
threaded adaptors for pulling 
hubs by the thread, and stud 
plate attachments for use on the 
hub studs. 


Pulls either by Threads or Studs. 
Contains: 100 ton Hydraulic Ram and Sleeve, 
Variable Stud Plate Attachment No. 195, five 
No. 1A Legs, ten Adaptors (see page 3), two 
Extension pieces, 3" and 4 \" ... £16 15 0 


It is vitally important when using this sleeve to see that 
both large and small bolts are screwed up tight and 
that the adaptors are screwed right home ... £5 19 6 

extension piece ... 5 3 

3" „ „ ... 3 6 



No. 195 Plate. 


STUD PLATE ATTACHMENT FOR 3, 5 and 6 

STUD HUBS. No. 195. 

3" Extension Piece included. 

(Four stud hubs can be pulled with this Plate, but we 
recommend No. 2A Plate). 

Will take all hubs fitted with 3 and 6 studs, of diameters 
ranging from 9J" to 3 \", and hubs fitted with 5 studs 
of diameters ranging from 9 \" to 4§" ... £2 12 6 

(See left hand illustration). 

STUD PLATE ATTACHMENT No. 2A 




As above, but specially for hubs having 4 studs,£2 15 0 
(See right hand illustration). 


No. 2A Plate. 


No 1A LEGS 

These legs should be fitted to the hub studs for use in cases where stud plates cannot 
be bolted direct to the hubs ... ... ... ... ... ... 11 - 

N.B.—Both extension pieces are necessary when using 1A Legs. 



ADAPTOR RINGS FOR PULLING HUBS 
BY THREAD OR FLANGE 

These are of three types. “ F ” for hubs having a flange, 
“ C ” for externally threaded hubs, “ D ” for externally 
threaded hubs, but with special shoulder extension where 
Stud Pitch is too small for overall diameter of “ C ” type 
Adaptor. 

“ C ” and “ D ” type Adaptors can be supplied Untapped 
for emergency use ... ... ... 11- 



D ” type. 

12 - 
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List of Vehicles for which Adaptors are kept in Stock. 


Make of Car and Year. 

MODEL. 

Dimensions of Hub Thread. 

Adaptor 

No. 

Austin 

All 

18 h.p. 6 cyl. ... 

2" x 12 T.P.I. 


11 

59 

... 1933/36 

16 h.p. 6 cyl. and Heavy 






12 h.p. 4 cyl. 

2" x 12 


11 

55 

All 

Light 12 h.p. 6 cyl.. Light 






12, 14 and 16 h.p. (rear) 

If' x 12 „ 


7 ... 

15 

All 

12 h.p., 14 h.p. and 16 h.p. 






(front) . 

2fa" x 20 „ 


21 

95 

All 

10 h.p. (rear) ... 

If'x 12 „ 


9 

95 

All 

10 h.p. (front) 

2-fa" x 20 „ 


39 

99 

All 

7 h.p. . 

If"x16 „ 


10 ... 

55 

... 1929/39 

20 h.p. 6 cyl. 

2 f' x 12 „ 


5 

99 

A40) 

Floating Axle rear use Puller 




9} 

A70> 

No. 228 (see page 5). 




59 

A90) 

Front . 

2fa"x20 „ 


39 

99 

Sheerline 


2 i"xl 6 „ 


32 ... 

Alvis 

... 1937/39 

17 h.p., 20 h.p. (rear) 

2" x 16 


28 ... 



„ „ (front) 

21 " x 16 


32 ... 

95 

... 1936/39 

14, 16, 20. 25. 32 h.p. 

2 f'x 8 

R & L. 

37 ... 

95 

... 1946/48 

14 h.p. front . 

2 f' x 16 ,. 


32 ... 

Bedford 

... 1938/9 

5/6 cwt., 10/12 cwt. 

lf'xll .. 


40 ... 

99 

... 1940/49 

99 >9 • • • 

lf'xll 


41 ... 

59 

All 

30 cwt. Models 

2 f" x 16 „ 


0 ... 

Citroen 

All 

Front Wheel Drive, for drum 
and hub race. Dual type 

2 piece Adaptor 


34 

Ford 

All 

“ A/’ “ AB ” “ ABF,” V 8 and 



F3 



10 cwt. Van 




99 

1933 onwards 

8 h.p. Passenger and Van, and 

,, ,, 


F 8 ... 



10 h.p. Passenger 




95 

... 1930/39 

1 ton, 30 cwt., 2 ton Ford and 

2f" x 16 T.P.I. 


0 ... 



Fordson 



Hillman 

... 1935/38 

16 h.p., 20 h.p. . 

2" x 16 T.P.I. 


28 ... 

•9 

1933/35 

Minx (No threads on sub¬ 

ItV’ x 16 ,, 


35 ... 



sequent models) ... 




Humber 

1934 onwards 

All Snipe, Super Snipe and 

2 " x 16 


28 ... 



Pullman . 




Jaguar 

All to 1948 

2\ and 3^ litre 

2 f' x 8 

R. & L. 

37 ... 

99 

All to 1948 

1 ^ litre 

2.333 x 8 „ 


38 ... 

Jowett 

1949 

Javelin 

If" x 12 „ 


42 ... 

95 

1950 

55 - 

If" x 12 ,, 


7 ... 

Rover 

... 1933/36 

12, 14 and 16 h.p . 

2 f' x16 „ 


32 ... 

Standard 

... 1936/38 

9 h.p., 10 h.p., 12 h.p., 

14 h.p., 16 h.p . 

If" x 8 .. 


23 ... 

55 

... Vanguard 

If" x 8 


43 ... 

Triumph Renown & 2000 


lf"x 8 


43 

55 

1800 1946/1948 


lf"x 


23 ... 

Vauxhall 

1938/39 

All models . 

lf'xll 


40 ... 

95 

... 1940/51 

All models 

lf'xll „ 


41 ... 

55 

... 1952 

Use Plate No. 211 (see page 5) 




Price and 
Type. 


12 - C 

„ C 

c 


14 3 
12 - 


When ordering Adaptors for cars specified above, the number of Adaptor MUST be given. When 
ordering for other cars, it is essential to give full diameter of hub and number of T.P.I., and state 
whether C or D type is required. 


Morris Minor, 1948 onwards. Use No. 210 Puller (see page 5). 

Morris Oxford and Six. Use Plate No. 211 (see page 5). 

Wolseley 4.50 and 6.80, 1948 onwards. Use Plate No. 211 (sec page 5). 
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No. 1 VARIABLE STUD 
TYPE HUB PULLER. 

Fitted with 40 Ton 
Hydraulic Ram. 


The Plate and Legs of this 
Puller are similar to com¬ 
ponents illustrated on page 
two. 


Puller, as illustrated 
Ram only 


£5 2 6 
£1 15 0 


(N.B.—Not recommended for use on 30 cwt. chassis or over) 


No. 220 MECHANICAL TYPE 
HUB PULLER. 

For 25 and 30 cwt., 2, 3 and 5 Ton 
Austin. 



£2 7 6 



No. 192 HUB PULLER 
For Fords. 

Fitted with Plunger Action Screw. 
Pulls on Flange of Hub. 

Suitable for 8 and 10 h.p. 
Passenger Models and 8 h.p. 

Van ... 23 6 

No. 191. 

Similar to No. 192. 
Suitable for V.8, “A,” “ AB,” 
“ ABF ” and 10 cwt. Fordsons. 

26 6 


REAR HUB PULLERS. 


No. 193 for Vauxhall Cars 
and Bedford Light Vans, 
10, 12 and 14 h.p., 1938/45. 

No. 193A for all Vauxhall 
Cars and Bedford Light 
Vans, 1946-51. 

No. 193B for Austin 10 h.p. 
Cars and Vans up to 1940. 

No. 193C for Austin 7 h.p. 

No. 193D for Austin Light 
12, 14 and 16 h.p. Cars. 

No. 193H for Holden 
(Australia). 

15 6 




No. 143 

MECHANICAL 
TYPE VARIABLE 
HUB PULLER. 

Fitted with Plunger 
type Screw. 


Body constructed from finest malleable. Pulls on 
Studs or Threads when fitted with Plate Attach¬ 
ment or Adaptors as used with Hydraulic Puller 
No. 100. 


Body and Screw. 47 6 

See pages 2 and 3 for details of adaptors and 
attachments. 


No. 209A 100 TON HYDRAULIC 
HUB PULLER. 

For Heavy Commercial Vehicles. 



The stud 
attachments 
provide 
pressure 
at four 
equal 
points. 

Complete 

£9 10 0 


Less Ram 

£5 15 0 


4 
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No. 209 HEAVY DUTY HYDRAULIC 
EXTRACTOR. 

(Fitted with 100 ton Ram) 


From 4"—24" 
diameter. 


Length of reach 1 


All Claws drop 
forged. 



Complete with 2 sets Claws and one 

each 6" and 3" Distance Piece ... £13 7 6 

Less Ram . . £9/15/0 

Beam, Ram and Extension Pieces ... £8 17 6 


No. 56 HYDRAULIC BENCH PRESS. 



This Press has been primarily designed for those 
using either the No. 100 Hydraulic Hub Puller 
with Stud Plate attachment, or the 40 ton No. 1 
Stud Type Hydraulic Puller. When ordering 
Press only, state whether for use with 100 ton or 
40 ton Ram. 


PRESS ONLY (less Plate and Ram)... £8 2 6 

With 40-ton Ram and Plate ... ... £11 17 6 

With 100-ton Ram and Sleeve and 

195 Plate . £16126 


N.B.—Each Press supplied with necessary 

distance piece. 


HYDRAULIC HUB PULLERS. 

No. 210 1949 Morris Minor. 

No. 228 Austin A40, A70, A90 (Rear). 



For use with our standard 40-ton Ram. 

Stud Plate only ... ... •• 35 - 

Complete with 40-ton Ram 


HYDRAULIC HUB PULLER. 


No. 211 1949 onwards Morris Oxford, 

Wolseley 4/50, 6/80, Vauxhall 
1952 Wyvern and Velox. 



For use with our standard 100-ton Ram. 

Stud Plate only . 45/- 

Complete with 100-ton Ram 


£3 10 0 
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No. 44 VARIABLE TYPE STEERING 
WHEEL PULLER. 

Fitted with 20-ton Hydraulic Ram. 


Parts interchangeable 
. __with No. 151. 

Complete Tool 

£5 0 0 

Steering Clamp with 
Arms £2 17 6 

Beam only ... 22 6 

Ram only ... 27 6 




No. 207 3-ARM UNIVERSAL FAN AND 

CRANKSHAFT EXTRACTOR. 

Fitted with 20-ton Hydraulic Ram. 


Capacity: 3"—10" dia. 


Complete with Extension 
Piece ... £3 0 0 


Body and Claws and 
Extension Piece £1 12 6 


Claws designed to ensure 
a perfect grip in “V” of 
pulley greatly minimise 
the risk of distortion. 


No. 215 2-ARM SELF- 
ADJUSTING EXTRACTOR. 

Fitted with 20-Ton Hydraulic 
Ram. 



No. 215 Capacity 0"—5" dia. 

Length of reach, 6\". 


Complete with Extension 

Piece ... . £2 17 6 

Body and Claws only ... £1 116 

Body only . 11/- 

No. 225 Capacity 0"—5" dia. 

Length of reach, 6V'. 
Complete with Extension 

Piece . ... £3 10 0 

Body and Claws only ... £2 5 0 

Body only . 13 6 


No. 225A as No. 225 but fitted with 
short shaped claws as illustrated. 
Prices as above. 

These Extractors are of an entirely 
new design which ensures that the 
greater the extracting pressure the 
tighter the jaws grip. 

Claws fitted to No. 215. 

No. 225 and No. 225A are inter¬ 
changeable. 


No. 225 3-ARM SELF- 
ADJUSTING EXTRACTOR. 

Fitted with 20-Ton Hydraulic 
Ram. 




No. 55 

INTERNAL RACE EXTRACTOR. 

Adjustable for Races 
from internal 

bore. 

This Tool can be 
used with most ex¬ 
ternal pullers by 
removing extracting 
shaft and inserting it 
in its place. 

Complete with 1 Pair 
Chrome-Vanadium eac h j ar g e an d small 

Claws. Claws ... £2 15 0 



No. 14 

INTERNAL RACE 
EXTRACTOR. 

Expands 2" to 4" 
diam. 

The four armed 
Bridge Piece enables 
the employment of 2 
or 3 legs as space 
demands. 

Claws are made of 
special heat treated 
steel ... £3 7 6 
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No. 151 2-ARMED PULLER 

fitted with 40-ton Hydraulic Ram. 

For Gear, Race and Sprockets (NOT Hubs) 
— 8 ^" diam. 


No. 251 3-ARMED PULLER 

fitted with 40-ton Hydraulic Ram. 

For Gear, Race and Sprockets (NOT Hubs) 
— 85 " diam. 


Details of various Claws supplied with Nos. 151 and 251. 



“A”—Heavily constructed Claws 
for Sprocket and Gear 
Drawings. Reach 2 \”. 

5 - each. 

“B”—Claws, with special Lip 
for Gripping Races, etc., 
almost dead against Hous¬ 
ings. Reach 2\". 

5 - each. 

“C”—Offset Claws. Reach 3V'. 
7 - each. 

“D”—Heavy Duty Claws. Reach 

w- 

7 - each. 



Complete with 4 Pairs of Claws 

£5 2 6 

Ram only ... ... £1 15 0 

Beam only ... ... £110 0 


“E”—Extra Long Reach. Claws 
9". 

15 - each. 

(Extra to Set) 


Complete with 

£6 

Ram only ... 
Beam only 


Sets of Claws 

6 

£1/15/0 
£2 0 0 


No. 3 3-ARMED PULLER 

fitted with 20-ton Hydraulic Ram. 

For Gear, Race and Sprockets (NOT Hubs) 
i"—diam. Reach 3". 



Fitted with one piece 
Heavy and Light 
Duty Claws. 

Cone wheel prevents 
claws from slipping 
under pressure. 

Complete ... 55 - 

Beam and Claws 30 - 

Ram only ... 27 6 


No. 25 2-ARMED PULLER 

fitted with 20-ton Hydraulic Ram. 

—5" diam. Reach 6 ". 


Can be converted into 
3-armed Puller by sub¬ 
stituting No. 3 Bridge 
Piece and using an extra 
Leg. 

Cone wheel prevents 
Claw from slipping 
under any pressure. 

Complete ... 57 6 

Beam and Claws 35 - 

Ram only ... 27 6 

Claws only 1 2 6 each 
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Length of Reach, 2\"\ Expands to 4£" dia. 
Complete with extra set of Claws for Race Pulling. 
£3 2 6 


Length of Reach, 4"; Expands 3" to 6" dia. 
Complete with extra set of Claws for Race Pulling. 

£4 15 0 


PIckavanT 


Claws are one piece and made from finest quality 
steel drop forging. Will pull gears, etc., from 3" 
to 16^" in dia., also 3, 4, 5, 6 and 8 studded drums. 
The forked shaped plate used with two claws is 
for pulling on five studs or bolts. Length of 
reach, 10". Illustration on right shows Press 
Plate with adjustable V Blocks, converting it to 
powerful small Bench Press. 

With 3 Sets of Claws, as illustrated ... £10 10 0 

No. 114 Press Plate ... ... ... £1100 


No. 194 MECHANICAL TYPE GEAR RACE 
AND SPROCKET PULLER. 

With Automatic Adjustment. 


No. 109 ADJUSTABLE GEAR WHEEL AND 
HUB PULLER. 


No. 219 2-ARM SELF ADJUSTING 
SPROCKET PULLER. 

The design ensures that the greater the extracting 
pressure, the tighter the jaws grip. 


Expands 0"—3" Length of Reach, 2\" 

18 6 


No. 94 MECHANICAL TYPE GEAR RACE 
AND SPROCKET PULLER. 

With Automatic Adjustment. 
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No. 204 DUMMY FLY-WHEEL CLUTCH 
TOOL. 

Patent No. 617540. 

For Borg and Beck Clutches, 6—9" dia. 
Car Types. 

Including Chart, Gauge, Distance Pads to 
service Vauxhall range. 



£5 0 0 complete in wood case. 


instructions 
for use 
with each 
Tool. 


Full 


No. 208 DUMMY FLY-WHEEL CLUTCH 
TOOL. 

Patent No. 617540. 

For Borg and Beck Clutches, 10"—12" dia. 
Commercial Types. 

Also Bedford 30 cwt., 2, 3, 5 and 7 ton Chassis. 



£8 15 0 complete in wood case. 


These Tools enable Clutches to be dismantled, re-assembled. Fingers checked and reset without removing 
Flywheel and services most Borg and Beck Clutch Assemblies, dispensing with the necessity of purchasing 

separate gauge plates. 


No. 37 CLUTCH PLATE ALIGNING TOOL. 

Complete for most makes of Cars and Light Commercial Vehicles. 
Patent No. 485518. 


No 

manoeuvring 
with Gear Box. 



Complete in 
polished case 

£2/15 0 


By inserting this tool with the aid of correct size spigot in the flywheel and screwing one of the cones up 
to the Clutch Plate it is centralised, thus facilitating the assembly of the Clutch. 
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Apkoway No. 19VU 

AUSTIN KING-PIN AND KING-PIN BUSH 
EXTRACTOR SET. 

£4 12 6 


Apkoway No. 47 

COMBINED HILLMAN MINX KING-PIN 
and BUSH EXTRACTOR with Special Chassis 
Frame Bush Extracting Pin for Hillman Models. 



barrel for draw screw 


Consisting of:— 

1 King-Pin Extracting Set for 7 h.p. Model 
1 Large Draw Screw for extracting Light 12.4 
and" 6 cyl. male threaded King-pins up to 

1936 inclusive . . 

I Small Draw Screw for extracting 10 h.p. 

male threaded King-pins up to 1936 inc. 

1 Adaptor to fit “C” Draw Screw for ex¬ 
tracting 18 h.p. and 20 h.p. female threaded 

King-pins up to 1937 inclusive . 

1 Adaptor to fit “C” Draw Screw for ex¬ 
tracting Big 7, 8. 10, 1936 40. 12. 14 and 
16 h.p. female threaded King-pins 
1 Adaptor to fit “C” Draw Screw for ex¬ 
tracting 18 h.p. and 20 h.p. 1937/40. also 

King-pins . 

30 cwt., 2 and 5 ton chassis female threaded 
1 Tapered Adaptor (to screw into “C” Draw 
Screw) for extracting 7 h.p. BUSHES 
1 Tapered Adaptor (to screw into “C” Draw 
Screw) for extracting 10 h.p. BUSHES ... 

1 Tapered Adaptor (to screw into “C” Draw 
Screw) for extracting 12, 14, 16 h.p.. also 

30 cwt. and 2 ton BUSHES . 

1 Tapered Adaptor (to screw into “C” Draw 
Screw) for extracting 18 and 20 h.p. 

BUSHES up to 1937 . 

1 Plain Tube necessary for use with Draw 
Screw 

1 Cut away Tube specially for use for ex¬ 
tracting Austin 7 KING-PIN BUSHES 
only 

1 Board to house Complete Set . 

19V SPECIAL AUSTIN 7 KING-PIN AND 
KING-PIN BUSH EXTRACTING SET 


Part 


A 

131- 

B 

10/- 

C 

10- 

D 

41 - 

E 

41 - 

R 

41 - 

F 

10/- 

G 

11/6 

H 

12/- 

I 

13/6 

J 

1/6 

K 

2/6 

L 

4/6 


34/6 


This Set comprises:— 

1 7 h.p. KING-PIN Extracting Set (A above). 

1 Small Tapered Adaptor (F) to screw into Draw Screw. 
1 Small Draw Screw (C). 

1 Cut-away Tube (K). 


COMPLETE 35 - SET 



BARREL FOR 

DRAW SCREW DRAW SCREW 


Consisting of:— 

Part 


1 Draw Screw (same as 19VU—Part “C”) 

C 

10/- 

1 Plain Tube, necessary for use with Draw Screw 
(same as 19VU—Part “J”) ... . 

J 

1/6 

1 King-pin Adaptor for Minx Model . 

M 

41 - 

1 Special Tapered Threaded Adaptor for extract¬ 
ing Minx King-Pin BUSHES 

G 

11/6 

1 Special Chassis Frame BUSH Extracting Pin (used 
with Draw Screw “C” and Plain Tube (“J”). 

O 

8/3 


When individual parts are required they should be ordered by 
specifying the above part letters. 

N.B.— In every case (including No. 19VU) all Adaptors are 
used in conjunction with Draw Screw “C” and Tube, 
excepting part “A.” 


No. 17V COTTER EXTRACTOR 

(Warranted Hand Forged.) 



Quickly removes split pins from castle nuts, etc. 


N.B. —When individual parts are required they should 
be ordered by specifying the above part letters. 


each 
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No. 144 HYDRAULIC KING-PIN 

EXTRACTOR. 

Fitted with 40-ton Ram 

For 8 and 10 h.p. Ford Cars and Vans. 


No. 14VH HYDRAULIC KING-PIN 
EXTRACTOR. 

Fitted with 40-ton Ram 

Will service most Cars and Commercial Vehicles. 



The tool is supplied with 
pilot for King-pin, two 
tapered plates, alignment 
screw and anchor pin. 

The tapered plates act as 
a wedge to cover any 
deviation in the axle 
beam. 

It is important to set the 
alignment screw in such 
a position as will allow 
the King-pin to be ex¬ 
tracted at the correct 
angle. 


Complete . £3 2 6 

40-ton Ram only . 35 - 


Removes the 
most stubborn 
King-Pins with 
Axle in 
position. 


Can be used as 
a powerful 
Bench Press. 


COMPLETE 
as illustrated 

£7 5 0 


No. 14V A ATTACHMENT FOR RE-FITTING 
ROAD SPRING LEAVES 4 - each 




APKOWAY KING-PIN RUSH REAMERS. 

A Precision Job with Guaranteed Materials. 

The cutter, being detachable, can be replaced after wear or 
accidental damage, by unscrewing bottom pilot. 

Reamer cannot be rotated in wrong direction, ensuring longer 
life. 

The prices quoted include Tommy Bar and Spare Cutter. 

No. Approx, size of 


No. App 

l 

159 BEDFORD 30 cwt., 2 ton, 
etc. 

160 BEDFORD 1935 onwards, 

3 and 5 ton 

164 FORD Y.8 and 10 h.p.. 
Passenger only. Austin 8, 
Standard 9 and 12. 


11 " 

A s 


W' 




King Pin. 

Price. 


165 

FORD A.B. and V.8 (both 
models) and 10 cwt. Fordson 

w 

39 6 


166 

FORD A.A. and Fordson 
late 1937, late 1939 and 
current V.8 4/6 ton Trucks 

i" 

47 6 


167 

FORD 1938 and early 1939 
V.8 2/6 ton Trucks 

11 " 

A 8 

47 6 

of 

Price. 

161 

MORRIS 8, 1935 onwards 

5 " 

8 

39 6 

162 

MORRIS 10 and AUSTIN 
10 (not blind type) 

3 " 

4 

39 6 

47 6 

163 

HILLMAN MINX, 1937 
onwards (not Independent) 

23 " 

32 

39 6 

47 6 

221 

AUSTIN A40 and A70 Solid 

Reamers, 1st 



and 2nd op., per pair, 95 - 



39 6 

Spare Cutters for all Reamers, 

15- each. 
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No. 168 RECIPROCATING VALVE GRINDER. 

Re-designed with Aluminium Body and Handle. 

A Attachment for Valves having groove. 

B Ditto, for large diameter Valves. 

C Adjustable Attachment for Peg type Valves. 

D Rubber Sucker for Valves having neither groove nor peg 
holes. 

E Ditto, small diameter. 

F Extra Extension Piece. 


Tool turns back and forth while completing revolution, 
handle being turned clockwise only. 

Price complete as illustrated ... 39 6 




No. 177 VALVE RE SEATING TOOL. 

General Service Set, comprising— 

One double sided cutter for seatings 1^" to If" dia. 

One double sided cutter for seatings §f" to l\" dia. (both cutters will service 
seats either 45° or 30°) cutter holder, tommy bar and 7 pilots, .248, .275, 
.280, .310, .335, .340, .372. 


Complete Set ... 

59 6 

Special Pilots up to .405 

3 3 

Cutters only 

14- 


All Pilots guaranteed concentric with holder. 


SUCTION VALVE GRINDERS. 



No. 172 With If" Suckers ... 1/- each 

No. 172A With 1" Suckers. 1/- each 

Suckers only ... 6d. each 



No. 200 
CAM TYPE 
VALVE SPRING 
COMPRESSOR 

Rapid in Operation 
Reliable in Service 

The Interchangeable 
Jaws (straight and 
off-set) which are 
included in the price, 
are adjustable in 
width by means of 
thumb screw “ D.” 


CADMIUM FINISH . 50 - 
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No. 8 VARIABLE TYPE VALVE LIFTER. 



The forks supplied will service, amongst other 
makes, various models—Austin, Ford, Hillman, 
Humber, Morris, Singer, Standard ... 23 6 


No. 222 and No. 216 VALVE LIFTERS. 



No. 222 Post-war No. 216 Post-war 
Morris Oxford 1 \ & 2\ Litre Riley 

116 116 


No. 152V VALVE BUSHING REMOVER. 

For Ford 30 h.p. and 22 h.p. models. 




No. 152 

VALVE BUSHING 
REMOVER. 

For A, AB, ABF and 
AA FORDS. 

2 3 each 

152A Ditto for Y8 
and 10 h.p. 

2 - each 


No. 32 VALVE SPRING COMPRESSOR. 

For V.8 Fords (both models). 


Special Steel with Drop-forged Fork-end 


No. 231 VARIABLE CAM-ACTION 


VALVE LIFTER. 


The Forks have been designed to 
service the following in particular 
but will cover most engines 
including commercial. 

1. Austin. All side-valve models 


2. Morris Minor, Oxford, 8 h.p., 
10 h.p., and all side-valve 
models. 


3. Hillman Minx, all models 
Humber Hawk and Snipe 
from 1940 onwards. 

Austin A40, A70, A90, Sheer¬ 
line. 

Jowitt Javelin. Standard Van¬ 
guard, Fordson Tractor. 

4. Humber Snipe to 1940. Riley 
\\ and 2\ Litre. 

Ford Consul and Zephyr and 
all Vauxhall and Bedford. 
Jaguar Mark 7 and XK 120. 

5. Standard 8 h.p., 9 h.p. and 
12 h.p. 

6. Ford 8 h.p., 10 h.p., and V8. 


Raise valve, insert tool as shown, 
making sure that spring has been 
pressed home into valve stem. 

Release Valve Lifter. The bottom 
of tool now being in contact with 
the Valve Guide, it is only neces¬ 
sary to tap out the Guide, using 
brass end of punch ... 5 - each 


Complete in Polished Case, 77 6 
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No. 214 VALVE SPRING COMPRESSORS 

for 


No. 223 TIMING GEAR EXTRACTOR. 

1949 onwards Morris and Wolseley 
O.H.V. Models. 


1949 onwards Morris and Wolseley Overhead Camshaft 
Models. 



When Decarbonising these Models it is necessary to compress 
all the valves simultaneously in order to withdraw the cam 

shaft. 

Per Set of Three ... 57/6 



A companion tool to No. 214 Valve Spring 
Compressor to enable Camshaft to be 
withdrawn. 


10/6 


No. 206 46 DECORRODER TOOL.” 

For use on Aluminium Cylinder Heads only. 



Tubular Cutter for 
removing corrosion 
between Studs and 
Head. 

Made from Specially 
Processed Steel. 

Set of 3—f", tV' 

and complete in 
polished case, 30/- 


No. 202 APKOWAY BRAKE AND CLUTCH 

RELINING TOOL. 

Patent No. 544698. 



SPREADER 



This tool drives the rivet positively and uniformly 
into the countersink and holds the whole assembly 
of lining, shoe and rivet immovable, whilst being 
rivetted by one or two blows with hammer on 
spreader . ... 39/6 
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No. 226 PIPE BENDING TOOL. 

For Steel. Brass, Copper and Bundy Tubing. 



Tubing of i", and $" O.D. can be bent to a radius of either 
1" or ¥ without buckling, by changing over the position of the 
rollers. Can also be used for making U bolts . 55/- 


No. 29 ONE PIECE ADJUSTABLE 
FLARING TOOL. 

For Copper Pipes. 

Patent No. 843941. 



Enables a mechanic to effect the repair 
in situ. The damaged part of the pipe is 
cut away and the end “flared” out to the 
correct angle ... ... ... 25/6 


No. 230 

FLARING TOOL 
FOR BUNDY 
TUBING. 

Approved and 
recommended by 
The British Bundy 
Tubing Co. Ltd. 

Designed to pro¬ 
duce the double 
flare which is a 
special feature of 
Bundy Tubing. 

Complete in 
polished case. 

£9/12/6 
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SPRING SPREADER for all Model Fords. 




Cranked portion used only for dealing with Rear 
Springs. 

No. 147Y Front and Rear of all “Y” 8 and 10 h.p. 

models . 95 - 

Ditto, No. 147X Complete Set for all models (includ¬ 
ing both V.8 models and Fordson) 102 6 


No. 184 IMPROVED BRAKE SPRING 
EXPANDER. 



Adjustable to most 
Car and Light 
Commercial Chassis. 

The hook end, which 
is replaceable, can be 
set at any angle (the 
illustration does not 
show this). 

This sturdy tool will 
prove a great time and 
temper saver ... 106 



No. 36 IMPROVED HYDRAULIC “ SILENTBLOC ” AND 
SHACKLE PIN EXTRACTOR AND INSERTER. 

Packed in strong wood box containing: 10 Bush Extracting Pilots, 
8 Bush Inserting Pilots, 1 Shackle Pin Extractor and 5 Receiving 

Dies. 

This Tool has been designed to facilitate the removal and replace¬ 
ment of most “ SILENTBLOC ” Bushes, particuarly those fitted 
in the chassis brackets, also Shackle Pins including those fitted with 
the nut INSIDE. 

N.B.—Not suitable for Fords. 

Complete ... £6 10 0 Ram only ... 27 6 


No. 224 MAGNETO BALL RACE (Inner Journal) 
EXTRACTOR. 



Set of 3 to cover all sizes complete with distance piece 
in polished case ... 32 6 


No. 27 66 JIFFY” PISTON AND PISTON 

RING REPLACEMENT SET. 
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Each Set consists of Five Bands and Six 
different size Tapered Clips, and covers 
all sizes up to 86 m.m. ... 10 6 per set 
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67 6 

Complete 


No. 50 STEEL BODY JACK. 

For assisting in the Repair of Damaged Door Pillars, Screens and Panels, etc. 



67 6 

Complete 


The Jack is supplied with four lengths of Tube, viz., 8", 15", 19" and 24"; other sizes can be made specially, 

prices of which can be had on application. 


No. 218 EXPANDING AND CONTRACTING BODY JACK 

Fitted with Two-way Rachet Spanner. 


Complete 
in polished 
case. 

£8 15 0 



Complete 
in polished 
case. 

£8 15 0 


Comprising: One Right Angle Bracket, one Segment Bracket, two Hook Ends, rachet controlled left and 
right hand screwed shaft and three Extension Pieces, giving an operative range of 18" to 60". 


No. 229 COMBINED COTTER EXTRACTOR AND PLIERS FOR REMOVING INSIDE 

DOOR AND WINDOW HANDLES. 

Prevents marking and scratching of upholstery and fittings. 
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No. 121 

BATTERY TERMINAL 
EXTRACTOR. 



Removes badly corroded ter¬ 
minals without damage to post. 

7 6 


No. 153 BATTERY HANDLES. 



For removing, installing and 
carrying batteries. Steel straps 
x J" held tightly under bat¬ 
tery by insulated heavy spring. 

7/6 per Handle. 


No. 155 STRAP SPANNER. 



Radiator Caps, Lamp Flanges, 
etc. Indestructible. Indispensable. 

12/6 



No. 141 GIANT TYRE SPREADER. 


Strong, speedy, absolutely safe. Fitted with auto¬ 
matic and s^|ety\bfeking device. First movement 
opens tyres 6^Jlsecond 8^" ... ... 16 6 


No. 127 STEERING GEAR CLAMP. 



Holds steering rod rigidly to front axle 
when towing backwards. Fits most cars 
and light trucks . 17/6 



No. 113 AXLE STAND SCREW JACK. 


Despatched unassembled, but can quickly be 
assembled ... ... 27/6 each 


Adjustable from 13" 
to 20" high whilst in 
actual use. 

Note size of base, en¬ 
suring perfect rigidity. 
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No. 212 CAMBER GAUGE. 



An essential tool for Independent Suspension. 
No adjustment or fitting necessary. 

4" Gauge easily read Dial calibrated in 

£7/10/0 


No. 12V AXLE JIGS, GAUGE AND KING-PIN 
ANGLE DEGREE INDICATOR. 




No. 3V TRAMMEL 



A simple, efficient and strongly made Trammel for 
checking wheel alignment; the correct height being 
obtained either at the front or rear of a wheel. 
The sliding parts are made from heavy gauge 
square tubing, so that the arms are always kept 
in line. Finger nuts lock all parts, and measure¬ 
ments can be taken either inside or outside a 
wheel. 

47 6 


By means of the sliding cones “ B,” these Jigs fit any 
axle with King-Pins from f" to l\” diameter. The 
lengths of each Jig from “A” to the bottom cone being 
equal, ensure that when the measurements from “A” 
to “C” are also equal, the angle of set of the axle at 
each end is the same. The Jigs are also a great help 
in setting dumb-irons in correct alignment. 

The telescopic gauge is a useful method for checking 
the measurements, also it can be set to the correct 
length and used as a guide when actually re-setting the 
damaged part. 

Used in connection with the Axle Jigs, the Degree 
Indicator acts both as a level for the Axle Pads and 
gives the correct angle for the King-Pin. 


Mounted on 5-ply Board with Clips. 


12 V.J. 

Jigs complete with cones 

.. 27 6 per pair 

12 V.G. 

Gauge 

15/- 

12 V.D. 

Degree Indicator 

15- 

12 V. 

Complete Set 

55/- 
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“QUIKKO” HEXAGON BOX SPANNERS 

Supplied in American and Whitworth sizes 


2ft. Lengths. 



No. 157. Whitworth. 
Bolt Size -/V" i" 

5 r/ 
T<T 

3 " 

8 

TfT 

i" 

2 

4/- 4/9 

5/3 

61 - 

7/- 

8/- 

Bolt Size -ft" f" 

ii" 

16 

3 " 

4 

7 " 

8 

1" 

9/3 10/6 

11/3 

12/6 

14/6 

16/- 

No. 157A. (American Sizes). 




Distance across Flats 

¥' 

tV 

w 

F 

For Bolt size 

ifo" 

r 


r 


5/3 

6- 

6/9 

8/- 

Distance across Flats 

7 " 

8 

1" 

H" 

H" 

For Bolt size 

i" 

JUL" 

lb r 

i" 

4 

r 

10/9 

11 6 

12/9 

14/6 


No. 203 SPECIAL PLUG SPANNER. 


9 - 

each. 

No. 203 

for 

14 m/m. 
Plugs. 



9 - 

each. 

No. 203A 

for 

18 m/m. 
Plugs. 


No. 45 SAFETY PLUG SPANNER. 

Patent No. 482475. 


Designed for use on the modem medium and small 
type cylinder blocks where the taper to plug 
sockets is too steep to allow the use of the regular 
spanner. Note rounded section enabling Spanner 
to get full grip of the plug nut. 



FOR 14 m/m. PLUGS. 

Rubber insert covers porcelain and prevents 
breakaae even under great pressure ... 3 6 


No. 156 APKOWAY THREAD RESTORERS. 

For Damaged Threads where a Die cannot be used. 



Services the EIGHT most popular threads, viz., 11, 12, 14, 16, 18, 20, 22 and 26 per inch, either 

B.S.F. or Whitworth ... ... ... ••• ••• ••• 9 6 each 

No. 156A. For S.A.E. Threads 12, 13, 14, 16, 18, 20, 24 and 28 per inch ... ... 9/6 each 

This Tool fills a long-felt want and can be taken to the job. 
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